
WINDOW SCHEDULE

FLOOR 3D EXTERIOR ELEVATION # QTY WIDTH HEIGHT R/O TYPE
AREA, ACTUAL
WINDOW UNIT

(SQ M)
COMMENTS

1 W01   2 1830 1450 1 880X1 500
FIXED
GLASS

2.65

FIXED, THERMAL, LOW
'E' , ARGON, INTERIOR

RETURN, U-VALUE= 0.38
FIXED UNIT, SHGC =

0.40

1 W02   2 2014 1450 2 064X1 500
MULLED

UNIT
2.92

SINGLE HUNG  W/
INSECT SCREEN,

THERMAL, LOW 'E' ,
ARGON, ANNEALED ,

BRICK MOULD,
INTERIOR RETURN,

100MM RESTRICTION,
U-VALUE= 0.38 FIXED
UNIT, 0.45 OPERABLE

UNIT, SHGC = 0.40

1 W03   1 965 1070 1 015X1 120
SINGLE
HUNG

1.03

SINGLE HUNG  W/
INSECT SCREEN,

THERMAL, LOW 'E' ,
ARGON, ANNEALED,
INTERIOR RETURN,

100MM RESTRICTION,
U-VALUE= 0.38 FIXED
UNIT, 0.45 OPERABLE

UNIT, SHGC = 0.40

1 W04  37 965 1450 1 015X1 500
SINGLE
HUNG

1.4

SINGLE HUNG  W/
INSECT SCREEN,

THERMAL, LOW 'E' ,
ARGON, ANNEALED ,

BRICK MOULD,
INTERIOR RETURN,

100MM RESTRICTION,
U-VALUE= 0.38 FIXED
UNIT, 0.45 OPERABLE

UNIT, SHGC = 0.40

2 W05   5 965 1450 1 015X1 500
FIXED
GLASS

1.4

FIXED, THERMAL, LOW
'E' , ARGON, INTERIOR

RETURN, U-VALUE= 0.38
FIXED UNIT, SHGC =

0.40

2 W07   3 1830 1450 1 880X1 500
FIXED
GLASS

2.65

FIXED, THERMAL, LOW
'E' , ARGON, INTERIOR

RETURN, U-VALUE= 0.38
FIXED UNIT, SHGC =

0.40

2 W08  26 1830 1597 1 880X1 647
MULLED

UNIT
2.92

FIXED PICTURE OVER
SIDE SLIDER W/ INSECT

SCREEN, THERMAL,
LOW 'E' , ARGON,

ANNEALED , BRICK
MOULD, INTERIOR
RETURN, 100MM
RESTRICTION, U-

VALUE= 0.38 FIXED
UNIT, 0.45 OPERABLE

UNIT, SHGC = 0.40

2 W09   1 2014 1450 2 064X1 500
MULLED

UNIT
2.92

SINGLE HUNG  W/
INSECT SCREEN,

THERMAL, LOW 'E' ,
ARGON, ANNEALED,
INTERIOR RETURN,

100MM RESTRICTION,
U-VALUE= 0.38 FIXED
UNIT, 0.45 OPERABLE

UNIT, SHGC = 0.40

2 W10   1 965 1070 1 015X1 120
SINGLE
HUNG

1.03

SINGLE HUNG  W/
INSECT SCREEN,

THERMAL, LOW 'E' ,
ARGON, ANNEALED ,

BRICK MOULD,
INTERIOR RETURN,

100MM RESTRICTION,
U-VALUE= 0.38 FIXED
UNIT, 0.45 OPERABLE

UNIT, SHGC = 0.40

2 W11  39 965 1450 1 015X1 500
SINGLE
HUNG

1.4

SINGLE HUNG  W/
INSECT SCREEN,

THERMAL, LOW 'E' ,
ARGON, ANNEALED ,

BRICK MOULD (AS
REQUIRED), INTERIOR

RETURN, 100MM
RESTRICTION, U-

VALUE= 0.38 FIXED
UNIT, 0.45 OPERABLE

UNIT, SHGC = 0.40

TOTALS: 213.39

DOOR SCHEDULE

DOOR SCHEDULE
FLOOR 3D EXTERIOR ELEVATION # QTY WIDTH HEIGHT R/O DESCRIPTION THICKNESS COMMENTS

1 D01  25 1800 2080 1 850X2 180 EXT. SLIDER-GLASS PANEL 45

2-PANEL , VINYL
THERMAL, LOW E ,

ARGON, TEMPERED,
MULTI POINT 'D' HANDLE

W/ BRICKMOULD,
INTERIOR RETURN
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TOP OF HIGHEST ROOF RIDGE

(LOW SLOPE FLAT ROOF) 

TOP OF DOUBLE PLATE

TOP OF FIN. GRND FL.

TOP OF 2ND FLOOR (SUB FLOOR)

257.14

1X1X1.11.11.21.2
1

A11
1

A11

D. FIR WOOD TIMBER

BRACKET GABLE DETAIL 

D. FIR WOOD TIMBER

BRACKET GABLE DETAIL 

FIN. FLOOR

MASONRY PIER ,  PRECAST

CAP C/W DRIP EDGE (TYP.)

D. FIR WOOD TIMBER COLUMNS

ON MASONRY PIER BELOW. (TYP.)

WOOD SCREEN PRIVACY FENCE-

REFER TO LANDSCAPE DWGS

COVERED WALKWAY

MANSARD ROOF 

CONC. FOUNDATION FROST

WALL & FOOTING (REFER

TO STRUCT. DWGS) AT B.F

MAIN ENTRANCE DOORS

12:12
12:12

COVERED GABLE END (BEYOND)

WITH 50mm THICK ACRYLIC FINISH 

300mm HT. DECORATIVE METAL (PAINTED )

SECURED TO TOP OF 1070mm HT. GUARD

MANSARD  ROOF-REFER TO SHEET A11

OPEN OPEN

P/C MASONRY QUOINS (BEYOND) 

PREFINISHED METAL RAIN GUTTER

GABLE END C/W  D. FIR WOOD TIMBER GABLE BRACKET 

D. FIR WOOD TIMBER

GABLE BRACKET DETAIL 

12:12

THIN VENEER BRICK CLADDING ON FRAMED

CHIMNEY -FOR NATURAL GAS FIREPLACE

VENTING-THIN VENEER BRICK CLADDING TO

MATCH WITH FIELD BRICK AND COLOUR

METAL FLASHING 

12

12
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12

12

DECORATIVE ACRYLIC CHIMNEY

(WEATHER TIGHT) CAP 

CONC. FILLED GALV. METAL PROTECTION

BOLLARDS W/ PLASTIC COVERS 1200mm

HT. FROM FIN. GRADE. (TYP.)

NATURAL GAS METER -

REFER TO MECH. DWGS

400x305 INTAKE LOUVRE

REFER TO MECH. DWGS 

LF LF LF LF 

P/C QUOINS-TYP.

P/C LINTEL-

TYP.

284.798

260.158

262.818

266.798
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TOP OF HIGHEST ROOF RIDGE

(LOW SLOPE FLAT ROOF) 

TOP OF DOUBLE PLATE

TOP OF FIN. GRND FL.

TOP OF 2ND FLOOR (SUB FLOOR)

257.14
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12:1212:12

D. FIR WOOD TIMBER

BRACKET GABLE DETAIL 

D. FIR WOOD TIMBER

BRACKET GABLE DETAIL 

FIN. FLOOR

MASONRY PIER ,  PRECAST

CAP C/W DRIP EDGE (TYP.)

D. FIR WOOD TIMBER COLUMNS

ON MASONRY PIER BELOW. (TYP.)

WOOD SCREEN PRIVACY FENCE-

REFER TO LANDSCAPE DWGS

COVERED WALKWAY

MANSARD ROOF 

CONC. FOUNDATION FROST

WALL & FOOTING (REFER

TO STRUCT. DWGS) AT B.F

MAIN ENTRANCE DOORS

12:12
12:12

COVERED GABLE END (BEYOND)

WITH 50mm THICK ACRYLIC FINISH 

300mm HT. DECORATIVE METAL (PAINTED )

SECURED TO TOP OF 1070mm HT. GUARD

MANSARD  ROOF-REFER TO SHEET A11

OPEN OPEN

P/C MASONRY QUOINS (BEYOND) 

PREFINISHED METAL RAIN GUTTER

GABLE END C/W  D. FIR WOOD TIMBER GABLE BRACKET 

D. FIR WOOD TIMBER

GABLE BRACKET DETAIL 

12:12

THIN VENEER BRICK CLADDING ON FRAMED

CHIMNEY -FOR NATURAL GAS FIREPLACE

VENTING-THIN VENEER BRICK CLADDING TO

MATCH WITH FIELD BRICK AND COLOUR

METAL FLASHING 
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DECORATIVE ACRYLIC CHIMNEY

(WEATHER TIGHT) CAP 

CONC. FILLED GALV. METAL PROTECTION

BOLLARDS W/ PLASTIC COVERS 1200mm

HT. FROM FIN. GRADE. (TYP.)

NATURAL GAS METER -

REFER TO MECH. DWGS

400x305 INTAKE LOUVRE

REFER TO MECH. DWGS 

LF LF LF LF 

P/C QUOINS-TYP.

P/C LINTEL-

TYP.

284.798

260.158

262.818

266.798
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TOP OF HIGHEST ROOF RIDGE

(LOW SLOPE FLAT ROOF) 

TOP OF DOUBLE PLATE

TOP OF FIN. GRND FL.

TOP OF 2ND FLOOR (SUB FLOOR)

257.14

2.52.53.23.2

D. FIR WOOD TIMBER

BRACKET GABLE DETAIL 

12:1212:12

D. FIR WOOD TIMBER

BRACKET GABLE DETAIL 

FIN. FLOOR

MASONRY PIER ,  PRECAST

CAP C/W DRIP EDGE (TYP.)

D. FIR WOOD TIMBER COLUMNS

ON MASONRY PIER BELOW. (TYP.)

WOOD SCREEN PRIVACY FENCE-

REFER TO LANDSCAPE DWGS

COVERED WALKWAY

MANSARD ROOF 

CONC. FOUNDATION FROST

WALL & FOOTING (REFER

TO STRUCT. DWGS) AT B.F

MAIN ENTRANCE DOORS

12:12
12:12

COVERED GABLE END (BEYOND)

WITH 50mm THICK ACRYLIC FINISH 

300mm HT. DECORATIVE METAL (PAINTED )

SECURED TO TOP OF 1070mm HT. GUARD

MANSARD  ROOF-REFER TO SHEET A11

OPEN OPEN

P/C MASONRY QUOINS (BEYOND) 

PREFINISHED METAL RAIN GUTTER

GABLE END C/W  D. FIR WOOD TIMBER GABLE BRACKET 

D. FIR WOOD TIMBER

GABLE BRACKET DETAIL 

12:12

THIN VENEER BRICK CLADDING ON FRAMED

CHIMNEY -FOR NATURAL GAS FIREPLACE

VENTING-THIN VENEER BRICK CLADDING TO

MATCH WITH FIELD BRICK AND COLOUR

METAL FLASHING 
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DECORATIVE ACRYLIC CHIMNEY

(WEATHER TIGHT) CAP 

CONC. FILLED GALV. METAL PROTECTION

BOLLARDS W/ PLASTIC COVERS 1200mm

HT. FROM FIN. GRADE. (TYP.)

NATURAL GAS METER -

REFER TO MECH. DWGS

400x305 INTAKE LOUVRE

REFER TO MECH. DWGS 

LF LF LF LF 

P/C QUOINS-TYP.

P/C LINTEL-

TYP.

284.798

260.158

262.818

266.798

W04W04W04W04 W04W04

W11W11

W10W10

W11W11W11W11W11W11

W04W04

W01W01W01W01

W11W11

W07W07W07W07W07W07

1
 4

5
0

5
8

4

3
3

0
2

 2
6

0

2
 6

6
0

3
 0

1
8

W1W1

W2W2

TDGTDG

NAT. GAS F/P C/W
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MASONRY PIER ,  PRECAST

CAP C/W DRIP EDGE (TYP.)

B.F ACCESSIBLE DOOR

TO EAST VEST. 130 

D. FIR WOOD TIMBER

COLUMNS & GABLE

BRACKETS ABOVE

A.4A.4 B.1B.1A.9A.9
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SADDLE

12

12

CONT. 100mm P/C

SILL BAND 

CONT. 100mm P/C

SILL BAND 

MASONRY PIER ,  PRECAST

CAP C/W DRIP EDGE (TYP.)

D. FIR WOOD TIMBER COLUMNS

ON MASONRY PIER BELOW. (TYP.)

FINISHED

GABLE END

D. FIR WOOD TIMBER

BRACKET GABLE DETAIL 

LINE OF SLOPE

CEILING IN LOBBY 
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6
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12:12

12:12

THIN VENEER BRICK CLADDING TO

MATCH WITH FIELD BRICK AND COLOUR

DECORATIVE ACRYLIC CHIMNEY

(WEATHER TIGHT) CAP 

K.3K.3
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LEGEND TO ELEVATIONS :

AL - PRE-FINISHED ALUMINUM SIDING 

AS-  ASPHALT SHINGLES

FB- FACE BRICK 

HMD- STEEL INSULATED HOLLOW METAL DOOR

LF- LIGHT FIXTURE

PMG-PRE-FINISHED METAL GUTTER

PMF- PRE-FINISHED METAL FLASHING

RWL- PRE-FINISHED RAIN WATER LEADER

MC- MASONRY COLUMN BASE & CAP WITH
DECORATIVE COLUMN 

SB- CONTINUOUS MASONRY ACCENT SILL BAND

SBV- CONTINUOUS VINYL ACCENT SILL BAND

WC - WOOD COLUMN-CANOPY  SUPPORT-
WEATHER TREATED  

TDG - TEMPERED DOUBLE GLAZING 
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GARDEN TERRACE

(OPEN TO ABOVE)

COVERED WALKWAY

MANSARD ROOF 

PREFINISHED METAL

RAIN GUTTER (TYP.)

SIAMESE CONNECTION

CONT. 100mm SILL BAND 
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GNISSUED FOR TENDER AND  BUILDING
PERMIT -TOWN OF BROCK

1

FINISHED DECORATIVE JULIETE BALCONY

RAILINGS-REFER TO SECTION 2/A12

SCUPPER DRAIN

PREFINISHED RAIN

WATER LEADER (RWL)

TO CONC. SPLASH PADS

NOTE : BRYTE DESIGNS TO PROVIDE FOR

DESIGN, SUPPLY, AND INSTALLATION OF

TIMBER BRACKET DETAILS AT GABLES,

CANOPIES, & PORTICOS.  CONTACT :

JOSEPH AND ANWAR SEIF - 416-638-1932
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