WINDFIELDS BS/PETSMART
PROJECT NO.: 22-133 CONCRETE PAVING JOINT SEALANTS
ISSUED: 2024-06-21 SECTION 321373

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

1.5

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 01 Specification Sections, apply to this Section.

SUMMARY

Section Includes:

1. Cold-applied joint sealants.

2. Joint-sealant backer materials.

PREINSTALLATION MEETINGS

Preinstallation Conference: Conduct conference at Project site.

ACTION SUBMITTALS

Product Data: For each type of product.

Samples for Verification: For each kind and color of joint sealant required, provide Samples
with joint sealants in 13-mm-wide joints formed between two 150-mm-long strips of material

matching the appearance of exposed surfaces adjacent to joint sealants.

Paving-Joint-Sealant Schedule: Contractor to submit the following information to the architect:

1. Joint-sealant application, joint location, and designation.
2. Joint-sealant manufacturer and product name.

3. Joint-sealant formulation.

4. Joint-sealant colour — submit samples or colour chart.

INFORMATIONAL SUBMITTALS

Qualification Data: For Installer.

Product Certificates: For each type of joint sealant and accessory.
QUALITY ASSURANCE

Installer Qualifications: An entity that employs installers and supervisors who are trained and
approved by manufacturer.

Product Testing: Test joint sealants using a qualified testing agency.
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1.7 FIELD CONDITIONS

A.

Do not proceed with installation of joint sealants under the following conditions:

1. When ambient and substrate temperature conditions are outside limits permitted by joint-
sealant manufacturer or are below 5 deg C.

2. When joint substrates are wet.

3. Where joint widths are less than those allowed by joint-sealant manufacturer for
applications indicated.

4. Where contaminants capable of interfering with adhesion have not yet been removed
from joint substrates.

PART 2 - PRODUCTS

2.1

2.2

23

24

A.

A.

A.

B.

A.

MATERIALS, GENERAL

Compatibility: Provide joint sealants, backing materials, and other related materials that are
compatible with one another and with joint substrates under conditions of service and
application, as demonstrated by joint-sealant manufacturer, based on testing and field
experience.

COLD-APPLIED JOINT SEALANTS
Single-Component, Self-Leveling, Silicone Joint Sealant: ASTM D 5893/D 5893M, Type SL.

1. Pourthane SL Self Leveling Joint Sealant by W. R. Meadows of Canada, 70 Hannant
Court, Milton ON, L9T 5C1, 905-878-4122.

2. Other approved equal: Contractor to submit product and manufacturer’s info to architect
for approval.

JOINT-SEALANT BACKER MATERIALS

Joint-Sealant Backer Materials: Nonstaining; compatible with joint substrates, sealants, primers,
and other joint fillers; and approved for applications indicated by joint-sealant manufacturer,
based on field experience and laboratory testing.

Round Backer Rods for Cold- and Hot-Applied Joint Sealants: ASTM D 5249, Type 1 or 3, of
diameter (25% larger than joint to be sealed) and density required to control sealant depth and
prevent bottom-side adhesion of sealant.

PRIMERS

Primers: Product recommended by joint-sealant manufacturer where required for adhesion of
sealant to joint substrates indicated.

©STUDIOtla Landscape Architects Page 2 of 4



WINDFIELDS BS/PETSMART
PROJECT NO.: 22-133 CONCRETE PAVING JOINT SEALANTS
ISSUED: 2024-06-21 SECTION 321373

PART 3 - EXECUTION

3.1

A.

32

33

EXAMINATION

Examine joints to receive joint sealants, with Installer present, for compliance with
requirements for joint configuration, installation tolerances, and other conditions affecting joint-
sealant performance.

Proceed with installation only after unsatisfactory conditions have been corrected.
PREPARATION

Surface Cleaning of Joints: Before installing joint sealants, clean out joints immediately to
comply with joint-sealant manufacturer's written instructions.

1. Remove all foreign material from joint substrates that could interfere with adhesion of
joint sealant, including dust, old joint sealants, oil, grease, waterproofing, water
repellents, water, surface dirt, and frost.

Joint Priming: Prime joint substrates where indicated or where recommended in writing by
joint-sealant manufacturer, based on preconstruction joint-sealant-substrate tests or prior
experience. Apply primer to comply with joint-sealant manufacturer's written instructions.
Confine primers to areas of joint-sealant bond; do not allow spillage or migration onto adjoining
surfaces.

INSTALLATION OF JOINT SEALANTS

Comply with joint-sealant manufacturer's written installation instructions for products and
applications indicated unless more stringent requirements apply.

Joint-Sealant Installation Standard: Comply with recommendations in ASTM C 1193 for use of
joint sealants as applicable to materials, applications, and conditions.

Install joint-sealant backings to support joint sealants during application and at position required
to produce cross-sectional shapes and depths of installed sealants relative to joint widths that
allow optimum sealant movement capability.

1. Do not leave gaps between ends of joint-sealant backings.
2. Do not stretch, twist, puncture, or tear joint-sealant backings.
3. Remove absorbent joint-sealant backings that have become wet before sealant application

and replace them with dry materials.

Install joint sealants immediately following backing installation, using proven techniques that
comply with the following:

1. Place joint sealants so they fully contact joint substrates.

2. Completely fill recesses in each joint configuration.
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3. Produce uniform, cross-sectional shapes and depths relative to joint widths that allow

optimum sealant movement capability.

E. Provide joint configuration to comply with joint-sealant manufacturer's written instructions
unless otherwise indicated.

34 CLEANING AND PROTECTION

A.  Clean off excess joint sealant as the Work progresses, by methods and with cleaning materials
approved in writing by joint-sealant manufacturers.

B.  Protect joint sealants, during and after curing period, from contact with contaminating
substances and from damage resulting from construction operations or other causes so sealants
are without deterioration or damage at time of Substantial Completion. If, despite such
protection, damage or deterioration occurs, cut out and remove damaged or deteriorated joint
sealants immediately and replace with joint sealant so installations in repaired areas are
indistinguishable from the original work.

3.5 PAVING-JOINT-SEALANT SCHEDULE
A.  Joint-Sealant Application: Joints within concrete paving.
1. Joint Location:
1. Expansion and isolation joints in concrete paving.
2. Other joints as indicated.
2. Joint Sealant: Single-component, self-leveling, silicone joint sealant

3. Joint-Sealant Color: As selected from manufacturers standard colour palette.

END OF SECTION
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